608 ¥S ES Diesel Silent

Order Mo. 131 009
Synchronous alternator

Engine type HONDA GX 620

Standard outfit
1 x Schuko 230 V16 A,
1 » CEE 230 W/16 A,
. 1 x CEE 230 V/32 A,
M Manufactured Cut-off when lack of oil,
in Owverload protection,
Hour meter,
central crane loading device

Germany

Application areas™® 230V

Electric tools up to 4300W
Gardening and construction eguipment 2900W
Compressors, pumps up to 2200W

*As the power needs of each consumer are influenced by various factors, no claims can be
derived from this table.

Specifications

Max. output [LTP] kWA W 5,58/5,3

Prime Power [PRF] kva/kw 4,9/4.4

Mominal voltage 230V 1

Mominal current 21,3 A1~

Efficiency factor cos (phi) 0,9

Frequency / Type of protection 50 Hz/IF 23

Engine version 1 Cylinder 4-stroke OHW
Engine capacity 406 cm?2

Max. output 6,9 kW,/9,4 HP

Fuel / Tank capacity (litres) Diezel/19

Running-time at 3/4 load approx. 13,5 h

Start-up system Electric start incl. battery
Sound power level LWa 34 dB(A)

Sound pressure level (7 m) 59 dB(A)

Weight approx. kg 205

Dimensions Lx W x Hin mm 1050 » 6520 x 830

Available accessories COrder Mo.

Remote control (40m cable) 164 000 (not retrofit)
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