General Specifications

Max. output [LTP] kWA kW
Frime Power[PRP] kWva/low
Type of alternator

Regulation

Building class/I=olation
Mominal voltage

Naminal current/cos (phi)
Frequency

Engine version

Engine capacity

Constant power

Rotation speed min-1/Regulation
Cooling air volume m3/h
Start-up system/Battery VS Ah

170
Available versions:

# open with automatic control
# canopy with automatic control (AS)
® canopy with manuel start (M3)

Standard outfit

Main switch OMN/OFF
Main fuse

Emergency stop button
FI protective equipment
3-pole protection
Battery dry preloaded
terminal board

Engine type DEUTZ BF6M 1013 EC
Suctian engine, Turbo-Intercooler, water-cooled

Deutz water-cooled 4 stroke industrial diesel
engine with & cylinder in-line engine.
Turbocharging and turbocharging / intercocling
az=zure the professional drive. With the forward-
loaking high-pressure injection system and the
zingle injection pumps the engine needs less fuel.
Lower fuel and oil cansumption as well as lang
service intervals =ave running costs.

167134

159/127

STAMFORD UCI 274 E
electronic (+- 1,5)
Synchronous/Class H
400 WV 3230V 1re
230 A 3~/0,8

50 Hz

6 Cylinder 4-stroke diesel
7150 cm?2

138,1 kW
1500/mechanical
103800

E-Start 3,1 kW/12/145

DE 209435443
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